NAME OF SHOW

Number and distance (cm) to

DATES OF SHOW

. . load (KN) Notes LOCAL NAME PIPE NAME OF GUEST SHOW
Setting Line
Fixed position 1st Audit. Bridge — height from stage floor
Fixed position 2nd Audit. Bridge — height from stage floor
700 TPO1 — electrified pipe |
B 700 TPO2 - electrified pipe
C 700 TPO3 - electrified pipe |
3000 2nd Truss. FD34 — Normally used for PA
FIRE WALL - thickness 300 mm

T201

; Lighting Bridge. Load 1000
3 1.57 14.2 m max Fly
T202 2000 NOT AVAILABLE
5 2.08 700 14.2 m max Fly
6 23| 700
7 2.53| 700
8a 2.78, 500
9 3.07) 700
10a 3.29] 500
11 3.59] 700
12a 3.86] 500
13 4.05] 700
14a 435/ 500
15 4.6 700
16 a 4.85] 500
17 5.07] 700
18 5.59] 700
19 5.83 700 14.2 m max Fly
T203 2000 NOT AVAILABLE
21 6.34 700 14.2 m max Fly
22a 6.61] 500
23 6.8] 700
24 a 7.08] 500
25 7.33] 700
26a 7.57] 500
27 7.83] 700
28 a 8.07| 500
29 8.32] 700
30 8.61] 700
31 8.83] 700
32a 9.32] 500
33 9.55| 700
34 9.77| 700
35 10.07] 700
36a 10.29] 500
37 10.58 700 14.2 m max Fly
T204 2000 NOT AVAILABLE
39 11.01 700 14.2 m max Fly
40 a 11.29] 500
41 11.55) 700
42 11.79] 700
43 12.07) 700
44 a 12.35] 500
45 12.55) 700
46 12.82] 700
47 13.39] 700
48 13.7) 700
49 b 14.15 300 10.8 m max Fly
50 b 14.67] 300 10.8 m max Fly
51 15.17) 700

Mobile Portal - Wooden Border — max opening 11 m — min opening 0 m — thickness 120 mm

SETTING LINE

Mobile Portal - Wooden Legs - max opening 15.70 - min opening 10 m — thickness 120 mm

A
B
T702 — beginning of the Grid
T202 Acoustic Roof
1703
T704
T705
T503
T706
T504
T707
T505
T708
T506
T709
T507
T710
T711
T712
T203 Acoustic roof
T713
T508
T714
T509
T715
T510
T716
T511
T717
T718
T719
T512
T720
T721
1722
T513
T723
T204 Acoustic Roof
T724
T514
T725
T726
T727
T515
T728
T729
T730
T731 — end of the grid
T301 — under upstage balcony
T302 — under upstage balcony
T732




